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Purpose-built for hard-wired installations that demand a heavier-duty connection, the K3782-001 pairs a robust 
1.5mm² 3-core flex with a fully terminated end, ring terminal earth and shark tooth splices ready to wire straight into 
the fitting. No stripping, no guesswork, just a reliable, compliant connection every time. 

•	-A 3-core flex fitted with standard Australian mains plug with insulated pins compliant with AS/NZS3112.
•	Pre-terminated with a ring terminal earth and shark tooth splices, ready for direct connection with no additional 

stripping or preparation required.
•	Suitable for any hard-wired electrical appliances or light fittings.
•	Electrical Safety Authority Approved.

CAT# COLOUR LENGTH CONDUCTOR SIZE
K3782-001 Grey 2.0 Metre 1.5mm²

FEATURES

DESIGN & CONSTRUCTION
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Conductor 48/0.2BC

Insulation Ø 3.0±0.05mm

Jacket Ø 8.2±0.3mm PVC

220±30

60±20

white tie

1 Flexible cord H05VV-F 3G1.5mm², COLOUR: Grey, L=2005mm

2 PVC moulded plug Australian 3-pin plug (XR-352), COLOUR: Grey

3 Shark tooth splices 6mm, 2 each

4 Ring terminal Ø 5.3mm, T0.5, 16-20AWG, tinned copper (STS 610-BS-2), #10

5 Label XR-780201, 40 x 25mm

NOTE: ALL MATERIALS ARE RoHS 2.0 COMPLIANT
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