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The Datamaster Cat6A shielded keystone jack delivers fast, tool-free termination without compromising on 
performance. Supplied in white, packs of 6, full zinc die-cast shielding protects against EMI and alien crosstalk, 
while the 180° rear entry design fits standard depth wall boxes and is compatible with Clipsal and HPM wall plates. 
No proprietary tools, no punch-down, just consistent, even-pressure termination every time. A built-in dust cap 
keeps the outlet protected when not in use.

•	Full 360° EMC Shielding: Zinc die-cast housing and grounding block protect against EMI and alien crosstalk, 
critical for reliable 10Gb performance in dense cable runs.

•	Tool-Free Termination: Field-terminate in seconds with even pressure across all pairs, no punch-down tool or 
specialised crimping required.

•	PoE++ Ready: Supports IEEE 802.3bt Type 4 (4PPoE) up to 100 watts, future-proofed for high-power PoE 
devices like PTZ cameras and access points.

•	UL 1863 Verified Safety: Independently tested and certified for communications circuit accessory safety.
•	Direct Wall Plate Compatibility: Fits standard Clipsal and HPM style wall plates without bezels or adaptors, for a 

clean, straightforward install.
•	Integrated Dust Cap: Protects the outlet face from dust and debris ingress before cabling is connected.

FEATURES

RJ45 Toolless Shielded Jack 
P4521

DESIGN & CONSTRUCTION
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MATERIAL SPECIFICATIONS
1 Grounding contacts Stainless steel

2 RJ45 jack

Zinc die-cast housing, nick-
el plated; phosphor bronze 
contacts, nickel plated with 
50 micro-inch gold plating on 
contact area

3 Wire management cap Polycarbonate, UL94V-2, white

4 Grounding block Zinc die-cast, nickel plated

5 IDCs
Polycarbonate housing (white), 
phosphor bronze terminals, tin 
plated

6 Caps Zinc die-cast, nickel plated

PCB FR4, UL94V-0
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RJ45 Toolless Shielded Jack 
P4521

MECHANICAL CHARACTERISTICS
Life (Mating cycles) ≥ 750 cycles

Mating/un-mating force ≤ 30 N

Retention strength 7.7kg between jack and plug

ELECTRICAL CHARACTERISTICS
Contact resistance ≤ 20mΩ from initial

Insulation resistance ≥ 500MΩ at 100 Vdc for 60s

Voltage proof
Contact to contact 1000 Vdc, 
contact to shield 1500Vdc for 
60s

Current carrying capacity 1.0A at 60°C

UL voltage rating 150V

PoE 60 Vdc, 4PPoE 100W 
IEEE802.3bt type 4

INSTALLATION INFORMATION
Wire conductor range Solid and stranded, 23-26AWG

Cable OD range 5.0mm to 8.5mm

IDC re-installing cycles ≥ 20 cycles

Installing temperature 0°C to 50°C

Storage temperature -40°C to 70°C

Operating temperature -10°C to 60°C

Humidity 10% to 90% RH

STANDARDS COMPLIANCE
ISO/IEC 11801-1

IEC 60603-7-51

IEC 60603-7-1

IEC 60512-99-002

ANSI/TIA-568.2-D

EN 50173-1

ANSI/TIA-1096-A

UL 1863

RoHS/REACH


